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Overview of Data Processing Utilities 





With the SRS45, you can use the following special utilities 
for data processing files: 


es SRCOPY, to copy data processing files. 
SRERASE, to erase data processing files. 


During the few seconds that it takes to use either 
SRCOPY or SRERASE, no operator in the SRS45 system 
can use public storage. By the same token, you cannot 
use these utilities when an operator is using public 
storage. If you attempt to use SRCOPY or SRERASE when 
an operator is using public storage, an error message 
scrolls across the screen, telling you that someone else is 
using this area. 


The message will also appear if another operator is using 
these utilities, and you attempt to use public storage. 


If either situation occurs, simply wait a few minutes until 
the operator is finished, and try the procedure again. If 
the message occurs again, do the following: 


1. Find out which operator is using public storage for 
data processing. 


2. Have that operator perform a warm boot (CODE C) on 
his or her console. 


This releases public storage so that you can gain access to 
it from your own console. 
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Copying Data Processing Files: The SRCOPY Utility 





With the SRCOPY utility, you can copy data processing 
files stored on private storage areas, floppy disks, or 
other hard disks, and reproduce the files in public 
storage. When you use SRCOPY, the original file remains 
in the same location; a copy of the file is reproduced in 
the public area. 


NOTE: The SRCOPY utility is for use only when you are 
copying data processing files into public storage. When 
you are using SRCOPY, you temporarily block other 
operators from using public storage. Therefore, when you 
copy data processing files from one private area to another 
or from public storage to private storage, use the PIP 
utility (described in the CPT data processing operator's 
manual). 
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To copy a data processing file into public storage: 


1. 


Program your console with CPT data processing 
software. Make sure the SRCOPY utility is available 
to your console. 


When the A> prompt appears, type SRCOPY and 
touch the space bar. 


Type the letter assigned to the device onto which you 
want to copy the file. (This letter is assigned as part 
of the CPT data processing CONFIG utility.) Then, 
type a colon and the name you want assigned to this 
new file in its new location. 


Type an = (equal sign) immediately after the new file 
name. 


Type the letter assigned to the device (or part of the 
device, if you have used the CONFIG utility to divide 
your data processing files) from which you want to 
copy the file. Then, type a colon and the name of 
the file you want to copy. 


Touch RETURN. 


A new file, with the designated file name, now exists 
on the device you typed, and the original file, with 
the original name, exists on the original device. 


For example, assume you have assigned the letter E 
to private storage and the letter F to public storage. 
Also assume that you want to copy the file PAST.RDF 
from private to public storage, while changing the 
file type from .RDF to .BAS. To do this, you would 
type the following after the A> prompt: 


SRCOPY F:PAST.BAS=E:PAST.RDF 
The format for this command is as follows: 


Drive: NEWFILE. TYP=Drive:OLDFILE.TYP 
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Erasing Data Processing Files: The SRERASE Utility 





The SRERASE utility ‘allows you to erase data processing 
files from SRS45 public storage. 


During the few seconds that it takes to use the SRERASE 
utility, no operator in the SRS45 network can use public 
storage. By the same token, you cannot use this utility 
when another operator is using public storage. If you 
attempt to use SRERASE when another operator is using 
public storage, an error message will scroll across the 
screen. 


This message will also appear if another operator is using 
this utility and you attempt to use public storage. If 
either situation happens, simply wait a few moments and 
try again. By then, public storage will probably be 
accessible. 


NOTE: The SRERASE utility is for use only when you are 
erasing data processing files from public storage. It can 
be used to erase other data processing files. However, 
you temporarily block other operators from using public 
storage when you use SRERASE. Therefore, use the ERA 
utility (described in the CPT data processing operator's 
manual) to erase other data processing files. 
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To erase a data processing file in public storage: 


ls 


Program your console with CPT data processing 
software. Make sure the SRERASE utility is available 
to your console. 


When the A> prompt appears, type SRERASE and 
touch the space bar. 


Type the letter assigned to public storage. (This 
letter is assigned through the CPT data processing 
CONFIG utility.) Then, type a colon and the name of 
the file you want to erase. 


Touch RETURN. 

The file is erased from public storage. 

For example, assume that you have assigned the 
letter F to the data processing public storage, and 
you want to erase a file named ACC. You would type 


the following at the A> prompt: 
SRERASE F:ACC 
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Chapter 4: Checking the 


Revision Levels of SRS45 
Software and Firmware 





Using the SRREV Utility 





With the SRREV utility, you can check the revision level 
of the software and firmware you are using with the 
SRS45. You might need to check these revision levels if 
your CPT representative needs to update your software, 
or if the SRS45 system needs maintenance. 


The SRREV utility displays the dates that software and 
firmware were released for two SRS45 parts: 


* The SCB (System Control Board) 
~ The IHSAB (Intelligent High-Speed Adapter Board) 


Your console must be programmed with CPT data 
processing software before you use the SRREV utility. 
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To check the revision levels of software and firmware on 
the SRS45: 


ie 


Program your console for use with CPT data 
processing (D-level). Make sure that the SRREV 
utility is available to your console. 


When the A> prompt appears, type SRREV and touch 
RETURN. 


The following screen appears: 

Operating System Dates 
Date SCB firmware released: (Actual date) 
Date SCB software released: (Actual date) 
Date IHSAB firmware released: (Actual date) 


Date IHSAB software released: (Actual date) 
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Using SRREV_ on an SRS45 Extended Resource System 


If your console is connected to the primary SRS45 of an 
Extended Resource System, you can use SRREV to check 
the revision level of software and firmware on any console 
connected to the primary unit, or on the hard disk of the 
primary unit. 


If your console is connected to the secondary SRS45 of an 
Extended Resource System, you can use SRREV to check 
the revision level of software and firmware on any console 
connected to the secondary unit, or on the hard disk of 
the secondary unit. 
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Chapter 5: Using the 
SRSWITCH Utility 








When to Use the SRSWITCH Utility 





The SRSWITCH utility is designed to allow a console in the 
SRS45 system to act temporarily as another console. You 
use this utility to back up another operator's private 
storage without having to go to that operator's console, or 
to perform other utilities on another operator's private 
storage. 


Considerations 


* 


With the SRSWITCH utility, any operator can gain 
access to another operator's private storage area. 
Therefore, the system administrator should control 
which users have access to the utility. 


Your console must be programmed with CPT data 
processing software before you use the SRSWITCH 
utility. 


If another operator is using a console into which you 
want to switch, make sure you notify that operator 
before you switch into the console. While you are 
switched into his or her console, the following 
conditions exist for that operator: 


The console into which you are switched cannot 
record any text. If the operator has any text on the 
screen, that text will be lost. That operator also has 
no access to text stored on the SRS45 hard disk. 


Even after there is no longer anyone switched into 
the console, someone must reprogram that console 
before it can be used again. 


The console does not issue warning messages that 
indicate that either of the above conditions exists. 


When you are switched into another console, you have 
access to all of that console’s private storage. For 
example, if you are using console number 5 in the 
system and use SRSWITCH to switch into console 
number 7, you gain access to all private storage 
reserved for console 7. On the other hand, you lose 
access to the private storage reserved for console 5 
until you cancel the switch. 
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When you are switched into one console and then 
decide to switch into another console, you must first 
cancel the first switch. Only then can you switch into 
another console. For example, if you are using 
console 1 and are switched into console 2, you cannot 
switch directly from console 2 to 3. 


An individual console can be switched into only one 
other console at a time. Any individual console can 
have only one console switched into it at a time. 


Whenever the SRS45 (not the individual consoles) is 
turned off, all switches are cancelled. 
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To switch into another console: 


ss Program your console for use with CPT data 
processing. Make sure the SRSWITCH utility is 
available to your console. 


2. When the A> prompt appears, type SRSWITCH and 
touch RETURN. 


The following screen appears: 
Switch Utility 


You are console number 
You are currently switched into console number 


What console would you like to switch into? 


Type new console number 
or touch RETURN to exit 


Console number __ 


The first two numbers shown must be the same before 
you can switch into another console. If they are not, 
you must cancel the existing switch before you switch 
into another console. 


ch Type the number of the console into which you want 
to switch, and touch RETURN. 


Chapter 5: Using the SRSWITCH Utility 9-3 





To cancel a switch: 


ee Program your console for use with CPT data 
processing. 


2. When the A> prompt appears, type SRSWITCH, and 
touch RETURN. 


The following screen appears: 
Switch Utility 
You are console number 
You are currently switched into console number 


Type C to cancel your switch or touch RETURN 
to exit. 


NOTE: You must cancel your switch before switching 
to another console. 


oi Type C and touch RETURN. 
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Using SRSWITCH on an SRS45 Extended Resource System 





lf your console is connected to the primary SRS45 of an 
Extended Resource System, you can use the SRSWITCH 
utility to switch into the private areas of any console 
connected to the primary unit. 


If your console is connected to the secondary SRS45 of an 
Extended Resource System, you can only use the 
SRSWITCH utility to switch into the private areas of 
consoles connected to the secondary unit. 
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Chapter 6: Configuring the 
SRS45 To Operate With 
Shared Printing 








Introduction to the SPMC Utility 





Shared Printing is a CPT purchasable option. With Shared 
Printing, operators on an SRS45 system can print 
documents on printers connected to other consoles. 


Your CPT representative should set up, or configure, 
Shared Printing at your site according to your needs and 
specifications. He or she connects only those consoles and 
printers that need to be used with Shared Printing. Your 
CPT representative also creates a shared printing 
configuration page. This page defines what consoles are 
attached to the SRS45, and what printers are attached to 
the consoles. It also defines what names are given to the 
users and printers attached to this system. 


When you turn on the SRS45 system, the Shared Printing 
Configuration page is automatically loaded into the system. 
When operators turn on their consoles, the configuration 
page is automatically loaded into their consoles, and they 
are able to use the Shared Printing option. 


You may want to change the way Shared Printing is 
configured for your system. You can do so at any time by 
changing the configuration page set up by your CPT 
representative, and writing a new page onto device 6 of 
the SRS45 system. All operators on the system must then 
reload the configuration page into their consoles. 


You use the Maintain option of the Shared Printing 
Configuration Utility (SPMC utility) to display and revise 
the configuration page. You use the Maintain option to 
write a new configuration page to device 6 of the SRS45. 


All operators on your system use the SPMC utility to load 
new configuration pages into their consoles. Operators can 
also use the SPMC utility to display a partial configuration 
page that shows the names assigned to consoles and 
printers that are part of the Shared Printing configura- 
tion. Operators use this information to determine which 
printer to specify in the CODE PRINT sequence. 
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The following SPMC utility procedures are explained in 


this 
se 


* 


chapter: 

Entering the SPMC utility 

Displaying a partial configuration page 

Displaying the full configuration page 

Revising the configuration page: 

Adding a printer entry to the configuration page 
Adding a user entry to the configuration page 
Changing a printer entry on the configuration page 
Changing a user entry on the configuration page 
Deleting a printer entry from the configuration page 
Deleting a user entry from the configuration page 
Writing a new configuration page 


Loading a new configuration page 


Exiting from the SPMC utility 


For more information about Shared Printing, see the CPT 
SRS45 Operator's Manual. 
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Entering the SPMC Utility 





You and the other operators of your SRS45 system must 
know how to enter the SPMC utility. You must enter the 
utility before you can use it to revise the configuration 

page; operators must enter the utility before they use it 
to display partial configuration pages or load new pages. 


To enter the SPMC utility: 
a Hold CODE and SHIFT and touch the letter H. 
The following prompt appears: 


SPMC UTILITY: Display Load Maintain 


2: Position the cursor under the option you wish to use 
and press RETURN. 


Different prompts will appear, depending on which 


option you chose. Refer to the correct procedure in 
this chapter to continue with the option. 
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Displaying a Partial Configuration Page 
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Sometimes you or an operator may want to quickly view a 
partial configuration page. This page contains only three 
columns of information about the configured items: TYPE, 
which indicates the type of equipment configured for 
Shared Printing--U for a console, P for a printer; PRT, 
which indicates the printer designation, A, B, or C; and 
NAME, which indicates the user or printer name 
configured. 


This option is particularly useful when you want to find 
out the names of consoles and printers that you need to 
specify in your CODE PRINT sequence when sending a job 
to a shared printer. 
To display a partial configuration page: 
1. Hold CODE and SHIFT and touch the letter H. 
The following prompt appears: 
SPMC UTILITY: Display Load Maintain 


2. Position the cursor under Display, and touch 
RETURN. 


The partial configuration page appears on your 
screen. A sample version appears below. 


NAME 


MIKE 
GREG 
MATRIX 
ROTARY 





Figure 6.1 


Partial Configuration Page 
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Considerations When Using the SPMC Utility 





* All SRS45 operators and the System Administrator can 
use the SPMC utility to display partial configuration 
pages, or to load new configuration pages into their 
consoles. However, only you, as the System 
Administrator, should use the Maintain option of the 
SPMC utility to display full configuration pages, 
revise configuration pages, or write new pages to the 
SRS45 hard disk. 


* Your system can be configured for 1-8 consoles and 
up to 16 printers to be used with Shared Printing. 


* Operator and printer names can be up to 10 
characters long. 


* An SRS45 Extended Resource System can extend the 
number of consoles and printers that can be 
configured for Shared Printing. Use of multiple- 
headed CPT Phoenix™ consoles can also increase the 
number of operators who can use Shared Printing. 
However, no more than 36 names of operators and 
printers can be configured. 


For example, if you use an SRS45 Extended Resource 
System and several multiple-headed CPT Phoenix 
consoles to set up 30 operators for Shared Printing, 
only 6 printers can be configured for Shared 
Printing. If you have 16 printers configured for 
Shared Printing, no more than 20 operator names can 
be included in the configuration. 
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Displaying the Full Configuration Page 


Before you add, change, or delete entries to the 
configuration page, it is best to display the page that is 
currently stored in system memory. It is then easier to 
keep track of the changes you are making to entries on 
that page. 


You can display the configuration page at any time. You 
may want to display the page each time you revise an 
entry. While you are using the Maintain option to make 
configuration page revisions, the additions, changes, and 
deletions you make to the page are stored only in your 
console memory. All revisions will appear when you display 
the page, but they will not be loaded into the SRS45 
system memory until you write the page to device 6. 
Therefore, you can revise entries to the configuration 
page, and display the revised page, as often as you want 
before affecting the actual Shared Printing configuration. 


You must enter the SPMC utility before you can display 
the full configuration page. However, once you have 
entered the SPMC utility, you can return to the Display 
option by pressing SKIP, and selecting "Displ"; you do 
not need to re-enter the SPMC utility 
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Figure 6.2 shows a sample configuration page. Each 
horizontal row on the configuration page represents an 
entry on the Shared Printing configuration page. The 
items of information in each column can be added, 
changed, or deleted to create new or revised entries to 
the page. 


NAME CONSOLE TYPE SRS45 PORT NETWORK 


CINDY .LOU JR 
MATRIX 

PAGE .2 

USER 

NANCY 

JIM 

ROTARY 





Figure 6.2 


Sample Shared Printing Configuration Page 


The column headings are explained in the list on the 
following page. 
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* TYPE refers to the type of entry shown: 


U = User 
P = Printer 
* PRT refers to the printer designation: 
A = Printer A 
B = Printer B 
C = Printer C 


PRT designations only appear for printer entries. 


* NAME refers to the 1- to 10-character name assigned 
to each console or printer. 


* CONSOLE TYPE refers to the model of CPT console 
configured: 


8X3X = 8100/8500 series console 

JR = CPT Phoenix JR console 

PH1 = CPT Phoenix console, display 1 

PH2 = CPT Phoenix console, display 2 of a 
multiple-console system 

PH3 = CPT Phoenix console, display 3 of a 


multiple-console system 


CONSOLE TYPE designations only appear for user 
entries. 


* SRS45 PORT refers to the number of the port to 
which the console or printer is connected. If you do 
not know to which port a console or printer is 
attached, check with your CPT representative. 


Ports 1 through 8 can be used on a single SRS45 
system. 


Ports 1 through 7 can be used on either unit of an SRS495 
Extended Resource System. (Port 8 is used to connect the 
primary and secondary units. ) 


* NETWORK refers to whether this console or printer is 
attached to the primary or secondary unit of an 
SRS45 Extended Resource System: 


blank space = primary unit 
2 = secondary unit 
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To display the full configuration page: 


V3 
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Hold CODE and SHIFT and touch the letter H. 
The following prompt appears: 
SPMC UTILITY: Display Load Maintain 


Position the cursor under Maintain, and touch 
RETURN. 


The following prompt appears: 
ADMINISTRATOR ONLY 
Touch RETURN. 
The following prompt appears in the status line: 
SPMC UTILITY: Add Chg Del Displ Exit 
Position the cursor under Displ, and touch RETURN. 
The configuration page appears on your screen. 


A moment later, the following prompt reappears in the 
status line: 


SPMC UTILITY: Add Chg Del Displ Exit 
You can now proceed to add, change, or delete 


entries to the configuration page, or exit from the 
utility. 
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Revising the Configuration Page 


You use the Maintain option of the SPMC utility to revise a 
configuration page. 


Before you revise the configuration page, you must first 
enter the SPMC utility, using the procedure described 
earlier in this chapter. It is also best to display the 
current configuration page before you proceed with the 
revision so you can see the exact Shared Printing entries 
on the page. 


After you enter the SPMC utility and display the con- 
figuration page, you choose which entry you want to 
revise, and which Maintain option you want to use (Add, 
Chg, or Del). You continue to respond to a series of 
prompts in order to complete the revision to that entry. 
There are six possible revisions that you can make: 


Adding a printer entry to the configuration page 
Adding a user entry to the configuration page 
Changing a printer entry on the configuration page 
Changing a user entry on the configuration page 
Deleting a printer entry from the configuration page 
Deleting a user entry from the configuration page 


t¢ $$ + 
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SPMC Prompts 


Because many of the prompts in the six revision 
procedures are the same, they are explained here before 
the actual procedures are given. 


There are two kinds of prompts: one in which you select 
from a series of options by using the space bar and 
backspace keys to move the cursor and then touching 
RETURN; and another where you type specific entries. 


* ADMINISTRATOR ONLY 


This prompt indicates that the function chosen should 
be performed only by the system adminstrator. It 
appears when Maintain is selected from the SPMC 
UTILITY: Display Load Maintain prompt. 


™ SPMC UTILITY: Add Chg Del Displ Exit 


This prompt appears at the beginning and end of 
each series of prompts. You can return to this 
prompt at any time by touching SKIP. 


Add = add an entry 

Chg = change an entry 

Del = delete an entry 

Displ = display the current configuration page 
Exit = exit from the SPMC utility 


s PRINTER/USER: 


This prompt requests that you indicate whether you 
wish to revise a printer entry or a user (console) 


entry. 
U = User 
P = Printer 


If you type P at this prompt, you will only receive 
those prompts that correspond with Printer entries. 
Typing U causes only those prompts that correspond 
with user entries to appear. 
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PRINTER NAME: 


When adding or deleting a printer in the 
configuration, you give it a name for reference. This 
name can be 1 to 10 characters. a 

When changing a printer name, first delete the 
existing name, and then add the revised name. You 
cannot use the "Change" option to change an existing 
printer name on the page. 


This prompt appears only if you typed "P” in the 
PRINTER/USER prompt. 


PRINTER: A BC SRS 
Position the cursor beneath A, B, or C. 


Since a console on an SRS45 system can have up to 
three printers connected to it, the A, B, or C 
designation is used to distinguish the printers. 


This prompt only appears if you are revising a 
printer entry. 


USERNAME: 


Type the user name, that is, the name of the person 
whose console entry is to be added, deleted, or 
changed on the configuration page. 


To change a user name that appears on the 
configuration page, first delete the existing name, 
and then add the revised name. You cannot use the 
"Change" option to change an existing printer name 
on the page. 


This prompt appears only if you typed "U" in the 
PRINTER/USER prompt. 
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CONSOLETYPE: 8X3xK JR Phoenix 


For this prompt, you indicate what kind of console is 
being configured. 


8X3X = CPT 8100/8500 series console 
JR = CPT Phoenix JR™ console 
Phoenix = CPT Phoenix™ console 


This prompt only appears if you are revising a user 
entry. 


DISPLAY: 1 2 3 


lf you choose PH in the CONSOLETYPE prompt, this 
prompt appears. | 


standalone CPT Phoenix console or the first 
monitor in a multiple-headed CPT Phoenix console 
second monitor in a multiple-headed console 

third monitor in a multiple-headed console 


7 


Z 
3 


SRS45 PORT NUMBER: 


This prompt asks you to indicate to which port number 
the console or printer is connected. You can type a 
number from 1 through 8. 


PRIMARY SRS45? Yes No 
This prompt asks you to indicate whether the console 
or printer is in the primary or secondary SRS45 


system of an SRS45 Extended Resource System. 


Yes = single SRS45 or primary SRS45 
No = secondary SRS45 
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x EXTENDED SRS45 PORT: __ 


This prompt asks you to indicate which port number, 
1 through 7, corresponds with the port on the 
secondary SRS45 system to which the console or 
printer is connected. 


This prompt only appears if you selected "No" on the 
PRIMARY SRS45? prompt. 


The following pages describe the six procedures you can 
use to revise a configuration page. 
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Adding a Printer Entry to the Configuration Page 
To add a printer entry to the configuration page: 
1. Enter the SPMC utility and display the current con- 
figuration page, using the procedures described in 
this chapter. 
The following prompt remains in the status line: 
SPMC UTILITY: Add Chg Del Displ Exit 
2. Touch RETURN. 
The following prompt appears in the status line: 
PRINTER/USER: 
33 Type P, and touch RETURN. 
The following prompt appears: 


PRINTER NAME: 


4. Type the name you want used for this printer, and 
touch RETURN. 


The following prompt appears: 
PRINTER: A B C_ SRS 


3. Move the cursor beneath the letter that corresponds 
to the correct printer designation, and touch 
RETURN. Do not select SRS. 

The following prompt appears: 
SRS45 PORT NUMBER: 

6. Type the port number, and touch RETURN. 

The following prompt appears: 


PRIMARY SRS45? Yes No 


(procedure continued) 
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Position the cursor under the correct response to the 
question, and touch RETURN. 


If you selected "Yes," the following prompt appears: 

SPMC UTILITY: Add Chg Del Dispi Exit 
Continue with step 9. 

If you selected "No," the following prompt appears: 

EXTENDED SRS45 PORT: 

Type the port number, and touch RETURN. 
The following prompt appears: 

SPMC UTILITY: Add Chg Del Disp! Exit 
Continue to add, change, or delete entries until you 
finish revising the configuration page. Display the 
page as often as you want. Exit the utility only if 


you decide not to change the page, or if you are 
ready to write a new configuration page. 
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Adding a User Entry to the Configuration Page 


To add a user entry to the configuration page: 


Le 


Enter the SPMC utility and display the current con- 
figuration page, using the procedures described in 
this chapter. 
The following prompt remains in the status line: 
SPMC UTILITY: Add Chg Del Displ Exit 
Touch RETURN. 
The following prompt appears in the status line: 
PRINTER/USER: 
Type U, and touch RETURN. 
The following prompt appears: 
USER NAME: 


Type the user name you want to add, and touch 
RETURN. 


The following prompt appears: 
CONSOLETYPE: 8X3X JR Phoenix 


Move the cursor beneath the correct console type, 
and touch RETURN. 


If you select 8X3X or JR, the following prompt 
appears: 


SRS45 PORT NUMBER: 

Continue with step 7. 

If you select Phoenix, the following prompt appears: 
DISPLAY: 1 2 3 


(procedure continued) 
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10. 


Position the cursor beneath the correct display 
number, and touch RETURN. 


The following prompt appears: 

SRS45 PORT NUMBER: 
Type the port number, and touch RETURN. 
The following prompt appears: 

PRIMARY SRS45? Yes No 


Position the cursor under the correct response to the 
question, and touch RETURN. 


If you selected "Yes," the following prompt appears: 
SPMC UTILITY: Add Chg Del Displ Exit 


Continue with step 10. 


If you selected "No," the following prompt appears: 


EXTENDED SRS45 PORT: 


Type the port number in the blank and touch 
RETURN. 


The following prompt appears: 

SPMC UTILITY: Add Chg Del Disp! Exit 
Continue to add, change, or delete entries until you 
finish revising the configuration page. Display the 
page as often as you want. Exit the utility only if 


you decide not to change the page, or if you are 
ready to write a new configuration page. 
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Changing a Printer Entry on the Configuration Page 

To change a printer entry on the configuration page: 

1. Enter the SPMC utility and display the current 
configuration page, using the procedures described in 
this chapter. 

The following prompt remains in the status line: 
SPMC UTILITY: Add Chg Del Displ Exit 
Zi Position the cursor under Chg, and touch RETURN. 
The following prompt appears in the status line: 
PRINTER/USER: 
3. Type P, and touch RETURN. 
The following prompt appears: 
PRINTER NAME: 


4. Type the current printer name of the entry you want 
to change, and touch RETURN. 


The following prompt appears: 
PRINTER: A B C SRS 


3 Move the cursor beneath the letter that corresponds 
to the correct printer designation, and touch 
RETURN. 

The following prompt appears: 
SRS45 PORT NUMBER: 

6. Type the port number, and touch RETURN. 

The following prompt appears: 


PRIMARY SRS45? Yes No 


(procedure continued) 
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Position the cursor under the correct response to the 
question, and touch RETURN. 


If you selected "Yes," the following prompt appears: 

SPMC UTILITY: Add Chg Del Displ Exit 
Continue with step 9. 

If you selected "No," the following prompt appears: 

EXTENDED SRS45 PORT: 

Type the port number, and touch RETURN. 
The following prompt appears: 

SPMC UTILITY: Add Chg Del Displ Exit 
Continue to add, change, or delete entries until you 
finish revising the configuration page. Display the 
page as often as you want. Exit the utility only if 


you decide not to change the page, or if you are 
ready to write a new configuration page. 
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Changing a User Entry on the Configuration Page 

To change a user entry on the configuration page: 

1. Enter the SPMC utility and display the current 
configuration page, using the procedures described in 
this chapter. 

The following prompt remains in the status line: 
SPMC UTILITY: Add Chg Del Displ Exit 
2. Touch RETURN. 
The following prompt appears in the status line: 
PRINTER/USER: 
3. Type U, and touch RETURN. 
The following prompt appears: 
USER NAME: 


4. Type the existing user name of the entry you want to 
change, and touch RETURN. 


The following prompt appears: 
CONSOLETYPE: 8X3XK JR Phoenix 


5S. Move the cursor beneath the correct console type, 
and touch RETURN. 


If you select 8X3X or JR, the following prompt 
appears: 


SRS45 PORT NUMBER: 

Continue with step 7. 

If you select Phoenix, the following prompt appears: 
DISPLAY: 1 2 3 


(procedure continued) 


Chapter 6: Configuring the SRS45 To Operate With Shared Printing 6-21 


10. 


Position the cursor beneath the correct display 
number, and touch RETURN. 


The following prompt appears: 

SRS45 PORT NUMBER: 
Type the port number, and touch RETURN. 
The following prompt appears: 

PRIMARY SRS45? Yes No 


Position the cursor under the correct response to the 
question, and touch RETURN. 


If you selected "Yes," the following prompt appears: 

SPMC UTILITY: Add Chg Del Displ Exit 
Continue with step 10. 
lf you selected "No," the following prompt appears: 

EXTENDED SRS45 PORT: 

Type the port number, and touch RETURN. 
The following prompt appears: 

SPMC UTILITY: Add Chg Del Displ Exit 
Continue to add, change, or delete entries until you 
finish revising the configuration page. Display the 
page as often as you want. Exit the utility only if 


you decide not to change the page, or if you are 
ready to write a new configuration page. 
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Deleting a Printer Entry From the Configuration Page 


To delete a printer entry from the configuration page: 


Us 
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Enter the SPMC utility and display the current con- 
figuration page, using the procedures described in 
this chapter. 
The following prompt remains in the status line: 
SPMC UTILITY: Add Chg Del Displ Exit 
Position the cursor under Del, and touch RETURN. 
The following prompt appears: 
PRINTER/USER: 
Type P, and touch RETURN. 


The following prompt appears: 


PRINTER NAME: 


Type the current printer name of the entry you want 


to delete, and touch RETURN. 
The following prompt appears: 


SPMC UTILITY: Add Chg Del Displ Exit 


Continue to add, change, or delete entries until you 


finish revising the configuration page. Display the 
page as often as you want. Exit the utility only if 
you decide not to change the page, or if you are 
ready to write a new configuration page. 
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Deleting a User Entry From the Configuration Page 
To delete a user entry from the configuration page: 
ae Enter the SPMC utility and display the current con- 
figuration page, using the procedures described in 
this chapter. 
The following prompt remains in the status line: 
SPMC UTILITY: Add Chg Del Displ Exit 
2. Position the cursor under Del and touch RETURN. 
The following prompt appears in the status line: 
PRINTER/USER: 
3: Type U, and touch RETURN. 
The following prompt appears: 


USER NAME: 


4, Type the user name you want to delete, and touch 
RETURN. 


The following prompt appears: 
CONSOLETYPE: 8xX3X JR_ Phoenix 


oe Move the cursor beneath the correct console type, 
and touch RETURN. 


If you select Phoenix, the following prompt appears: 
DISPLAY: 1 2 3 


If you select 8X3X or JR, the following prompt 
appears: 


SPMC UTILITY: Add Chg Del Disp!l Exit 
Continue with step /. 


(procedure continued) 
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6. Position the cursor beneath the correct display 
number, and touch RETURN. 


SPMC UTILITY: Add Chg Del Disp! Exit 


7. Continue to add, change, or delete entries until you 
finish revising the configuration page. Display the 
page as often as you want. Exit the utility only if 
you decide not to change the page, or if you are 
ready to write a new configuration page. 
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Writing a New Configuration Page 





6-26 


As you revise the configuration page, your additions, 
changes, and deletions are recorded in your console 
memory. After you have completed all revisions to the 
configuration page, you must record the new page onto 
device 6 of the SRS45 hard disk. Only after you write the 
new page can the operators load it into their systems and 
use the new Shared Printing configuration. 

After you write a new configuration page, you 
automatically exit from the SPMC utility. 

To write a new configuration page: 


1. Display your final configuration page, using the 
procedure described in this chapter. 


The following prompt appears in the status line: 
SPMC UTILITY: Add Chg Del Displ Exit 
2. Position the cursor under Exit, and touch RETURN. 
The following prompt appears: 
Do you wish to write the new page? Yes No 
3. Position the cursor under Yes, and touch RETURN. 
The system writes the new configuration page onto 
the SRS45 hard disk device 6, and the following 
message appears: 
WRITING CONFIGURATION PAGE TO SRS45 
A moment later, the following message appears: 


CONFIGURATION COMPLETED 


4. Tell the other operators on your SRS45 system to 
load the new configuration page into their consoles. 
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Loading a New Configuration Page Into a Console 


After you write the new configuration page, the other 
operators must load it into their consoles. (You do not 
need to load the page, since it is automatically stored in 
your console’s memory as you revise it.) 
Once a new page is loaded into all consoles on your SRS45 
system, operators can use the new Shared Printing 
configuration. 
After an operator loads a new configuration page into a 
console, he or she automatically exits from the SPMC 
utility. 
The following procedure explains how to load a new 
configuration page into a console. 
To load a new configuration page into a console: 
1. Hold CODE and SHIFT and touch the letter H. 

The following prompt appears: 

SPMC UTILITY: Display Load Maintain 

2. Position the cursor under Load, and touch RETURN. 

The following message appears: 


LOADING CONFIGURATION PAGE FROM SRS45 


When loading is complete, the following message 
appears: 


LOADING COMPLETE. 
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Exiting From the SPMC Utility 
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When you write a new configuration page, you 
automatically exit from the SPMC utility. After an operator 
uses the Load or Display options on the SPMC utility, the 
operator automatically exits from the SPMC utility. 


However, you may sometimes want to exit from the SPMC 
utility without writing a new configuration page or without 
using the Display or Load options. 


You can exit any time the prompt "SPMC UTILITY: Add 
Chg Del Displ Exit" appears in the status line. 


NOTE: If you are in the middle of a change, addition, or 
deletion, you can simply press SKIP twice to exit from the 
utility. However, if you have completed one or more series 
of prompts to add, change, or delete an entry, or to dis- 
play the current page, and the prompt "SPMC UTILITY: 
Add Chg De! Displ Exit" remains in the status line, 
pressing SKIP will produce the prompt "Do you wish to 
write a new page?” You must then continue the full 
procedure to exit from the utility. 
To exit from the SPMC utility: 
Ts Press SKIP. 

The following prompt appears: 

SPMC UTILITY: Add Chg Del Displ Exit 

2. Press SKIP again. 


The prompt disappears, and you have exited from the 
SPMC utility. 


OR 
Position the cursor under Exit, and touch RETURN. 
The following prompt appears: 

Do you wish to write the new page? Yes No 


3: Touch RETURN. 
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Reconstruct in Place 





When To Use the Reconstruct in Place Utility 


When pages are recorded to the hard disk, they are 
positioned randomly on the disk, wherever there is enough 
space for the information. As the volume of information on 
the disk increases, the amount of available storage space 
decreases and fewer large areas of unused space are 
available. With the Reconstruct in Place utility, you can 


eliminate unused space between stored pages on your 
SRS45 hard disk. 


Use the Reconstruct in Place utility when you receive a 
message stating that a device is full, but you want more 
storage space on that device. 
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To reconstruct the text on a device: 


Ns 


Program your system with the operation that contains 
the Reconstruct in Place utility. 


The words "Disk Reconstruction” and the following 
prompt appear: 
IN 1 


If necessary, touch BACKSPACE and type the number 
of the device that contains the text you want to be 
reconstructed. 


NOTE: Do not type a page label. 

Touch RETURN. 

The following prompt appears: 
OUT 1 


lf necessary, touch BACKSPACE and type the number 
of the device on which you want to store the recon- 
structed text. 

NOTE: Do not type a page label. 


Touch RETURN. 
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Considerations 


* The Reconstruct in Place utility can sometimes be 
used to reconstruct damaged areas of the hard disk. 
Since it is not effective for all kinds of disk damage, 
it is best to call your CPT Representative whenever 
you receive an error message stating that there is a 
faulty directory or sector. 


* You can reconstruct the contents of a device onto the 
original device or onto a different device. However, 
if you reconstruct onto a different device, you erase 
the existing contents of that device. 


For example, if you reconstruct device 5 onto 
device 7, anything that might be stored on the 
cartridge in device 7 would be erased and replaced 
by the reconstructed contents of device 5. 


* When you reconstruct the contents of one device onto 
another, the following message flashes three times 
before it disappears: 


WARNING 
ALL INFORMATION WILL BE DESTROYED 


This warning reminds you that all existing text now 
stored on the device to which you are reconstructing 
will be erased and replaced by the newly 
reconstructed text. 


* lf you reconstruct onto a different device, the second 
device does not necessarily need to have quite as 
much storage area as the original device because 
Reconstruct in Place compresses the stored area by 
eliminating the space between pages. 


" While Reconstruct in Place is taking place, a digital 
clock in the form shown below will appear in the 
middle of the screen: 


00:00:00 
This clock lists the hours, minutes, and seconds that 


have elapsed since you programmed your console for 
the Reconstruct in Place utility. 
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Using Reconstruct in Place on a Device Containing 
Data Processing Files 


Reconstruct in Place can be used only to reconstruct word 
processing files. If space for data processing is allocated 
on the device that you are reconstructing because of 
damage, you must back up and restore the data processing 
files as follows: 


1. Make sure you have backups on floppy disks of all 
data processing files on the device that you want to 
reconstruct. 


2. Run the Reconstruct in Place utility as described in 
this section. 


NOTE: After running Reconstruct in Place, you will 
no longer have space allocated for data processing on 
the reconstructed device. 


3. Use the CP/M CONFIG utility to reallocate space on 
the device for data processing. (For more information 
about CONFIG, see the CPT data processing 
operator's manual.) 


NOTE: After you reallocate space on the device, you 
will no longer have any data processing files on the 
device. 


4. If you want to restore data processing files from 
floppy disks to any device but device 6, use the 
CP/M PIP utility. (For more information about PIP, 
see the CPT data processing operator's manual). 


OR 
If you want to restore data processing files from 
floppy disks to device 6, use the SRCOPY utility. 


(See "Copying Data Processing Files: The SRCOPY 
Utility” in this manual.) 
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Chapter 8: Monitoring the 
Storage Space on the SRS45 


Monitoring Storage Space 


Although your SRS45 hard disk has a much larger storage 
capacity than a floppy disk, it eventually will become full. 
You can perform a CODE W to check the percentage of 
space used on your hard disk, just as you do with floppy 
disks. If the percent full is 85% or more, follow these 
recommendations. 


* Documents that are not being used currently or that 
are used infrequently should be moved from hard 
disk storage to cartridges or floppy disks. Use the 
Page Duplication utility to move these documents. 

(See "Using the Duplication Utility” in the CPT SRS45 
Operator's Manual.) 


When moving many pages of information, it is 
recommended that you use the Duplication utility 
rather than the Copy or Transfer option because you 
can monitor the status of the pages being duplicated 
through system messages. 


* Erase any archived or unnecessary documents from 
the hard disk. Use the Erasure utility, which 
provides you with information about the status of 
pages being erased through system messages. (See 
"Using the Erasure Utility” in the CPT SRS45 
Operator's Manual.) 


* After removing large blocks of data from the hard 
disk, you or other SRS45 operators may experience 
long delays when recording to the hard disk. Or, 
you may get several "6.3 THE PAGE IS TOO LARGE” 
messages. If either of these things happen, use the 
Reconstruct in Place utility to eliminate unused space 
between stored pages. (See "Reconstructing the Hard 
Disk Using Reconstruct in Place” in this manual. ) 
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To check the percentage of space that has been used on a 
single SRS45 storage device: 


1. Touch CODE and W. 
The following prompt appears: 
STATION 
2. # Type the device number you want to check, and 
touch RETURN. 
To check the percentage of space that has been used on 
all SRS45 devices now being used: 
1. Touch CODE and W. 
The following prompt appears: 
STATION __ 
2. Touch RETURN. 
To check only the percentage of workblocks that have 
been used on ail SRS45 devices now being used: 
1. Touch CODE and W. 
The following prompt appears: 
STATION __ 
2. Type 0 (zero), and touch RETURN. 
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System Messages 





The following messages might appear on your screen when 
you are using the utilities explained in this manual. 
(These messages are in addition to the messages listed in 
the reference manual that accompanied your console and in 
the CPT SRS45 Operator's Manual.) This section lists each 
message that might appear, the reason the message 
appears, and the actions you can take to correct the 


situation. 


SOMEONE IS DOING BACKUP/RESTORE. 


Reason: 


Action: 


Someone attempted to use the hard disk while you were 
using the SRBACKUP utility. 


Wait a few minutes, and try again. (If this situation 
occurs frequently, you might consider making backups 
for the entire network at a predetermined time. You can 
then plan not to have other operators use the hard disk 
at that time.) 


DEVICE RESERVED BY ANOTHER USER. 


Reason: 


Action: 


You attempted to use public storage while some other 
operator was using the SRCOPY or SRERASE utility. 


Wait a few minutes, and try again. 


ANOTHER CONSOLE IS SWITCHED TO THIS AREA. 


Reason: 


Action: 


You attempted to switch into a console that some other 
operator is already switched into. 


Check with the other operators to see who is switched 
into the console. 


THIS CONSOLE IS SWITCHED TO ANOTHER AREA. 


Reason: 


Action: 


You attempted to switch into a console that is already 
switched into another console. 


Go to the other console and cancel the switch. 
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ERROR: CARTRIDGE DOOR OPEN. 


Reason: 


Action: 


You attempted to use SRBACKUP with the cartridge 
backup device, but you did not close the latch on the 
cartridge drive. 


Close the latch, type SRBACKUP, and run the utility 
again. 


ERROR:MEDIA NOT LOADED. BACKUP NOT COMPLETED. 


Reason: 


Action: 


You attempted to use SRBACKUP with the cartridge 
backup device, but you did not insert a cartridge. 


Insert a cartridge, type SRBACKUP, and run the utility 
again. 


4.0 NAME DOES NOT EXIST ON SPMC PAGE. 


Reason: 


Action: 
4.10 TABLE !S FULL 
Reason: 


Action: 


The printer or console name entered is not on the 
configuration table (that is, the SPMC page). 


Add the name to the SPMC page. 


The SPMC page is full; no more entries can be added. 


Delete an existing entry or entries before adding new 
ones. 


4.1 NAME ALREADY EXISTS ON SPMC PAGE. 


Reason: 


Action: 


You attempted to add an entry that already exists on 
the SPMC page stored on the SRS45 public area. 


Check the entries on the SPMC page stored in the public 
area. All entries on the SPMC page must have unique 
types, names, and CPT Phoenix console numbers. 

Retype your new entry using correct, unique 
characters. 


9-2 CPT SRS45 Administrative Functions Manual 


Index 





Index 





Adainistrative functions 
“archiving the hard disk, 1-3 
“how the utilities work, 1-2 
“preparing data processing utilities 
disk, 1-4--1-5 
“system administrator responsibilities, 
1-1 


Archiving the hard disk, 1-3, 8-1 


Backing up. See also Cartridge backup, 
Restoring, SRBACKUP utility. 
“aborting, 2-6 
-to area of different size, 2-10 
“areas larger than ten megabytes, 2-12 
-before changing public or private area 

sizes, 2-3 
“onto cartridges, 2-1--2-2, 2-5 
-data processing files, 2-1 
“on Extended Resource Systeam, 2-11 
-onto floppy disks, 2-1 
-private storage, 2-4 
“public storage, 2-4 
-storage area considerations, 2-4 
-using duplication utility, 2-3 
“using anultiple cartridges, 2-12 
“using SRBACKUP utility, 2-1--2-2, 
2-8--2-12 
-word processing files, 2-1 


Cartridge 
-erasing, 2-5 
-labeling, 2-8 
-restoring from, 2-9 
“reusing, 2-5 


Cartridge backup. See also Backing up, 
Restoring, SRBACKUP utility. 
-considerations, 2-2, 2-5 
-making, 2-6--2-8 
-to move stored aaterial, 2-4 
-to restore to area of different 

size, 2-10 


Cartridge write-lock, 2-6, 2-7 


CODE W, 8-1--8-2. See also Monitoring 
storage space. 


CONFIG utility, 3-3, 3-5 


Configuration page. See also Shared printing, 
SPMC utility. 
eadding a printer entry, 6-15--6-16 
“adding a user entry, 6-17--6-18 
-changing a printer entry, 6-19--6-20 
“changing a user entry, 6°21--6-22 
“deleting a printer entry, 6-23 
“deleting a user entry, 6-24--6=-25 
“described, 6-1 
-displaying the full page, 6-6--6-9 
-displaying the partial page, 6-4 
-loading a new page, 6-1, 6-27 
-SPMC proapts used when revising, 6-11--6-14 
-revising, 6-10 
-saaple of full page, 6-7 
-saaple of partial page, 6-4 
“writing a new page, 6-26 


Copying. See also SRCOPY utility. 
-data processing files, 3-2--3-3 


CP/M operating system, 1<4--1-5, 2-9--2-10, 
7-8 


Data processing 
-copying files, 3-2--3-3 
-erasing files, 3-4-3-5 
“programming for, 1-4 


Data processing utilities. See also Utilities. 
“overview, 3-1 
“preparing the disk, 1-4 
-SRCOPY, 3-2--3-3 
-SRERASE, 3-4--3-5 


Display option of SPMC Utility, 6-4. See also 
Configuration page, SPMC utility. 


D-level software, 1-2, 2-1, 4-2 


Erasing. See also SRERASE utility. 
-cartridges, 2-5 
-data processing files, 3-8--3-5 


Extended Resource System 
“with SPMC, 6-5 
“with SRBACKUP, 2-11 
“with SRREV, 4-3 
“with SRSWITCH, 5-5 


Floppy disk backups, 2-1 


Hard disk reconstruction. See Reconstruct in 
Place utility, Reconstructing text. 


IHSAB firmware and software, 4-1--4=2 
Image backup, 2-3 


Load option of SPMC utility, 6-27. See also 
Configuration page, SPMC utility. 


Maintain option of SPMC utility, 6-1, 6-6, 
6-10, 6-27. See also Configuration page, 
SPMC utility. 


Monitoring storage space, 8-1--8=-2 
Moving stored material, 2-4 

PIP utility, 1-5, 7-4 

Prompts in SPMC utility, 6-11--6-13 | 
Reconstruct in Place utility, 7-1--7-4 


Reconstructing text 
-considerations, 7-3 
-used on device containing data 
processing files, 7-4 
-when to do, 7-1 


Restoring. See also Backing up, SRBACKUP 
utility. 
-to an area of different size, 2-10 
-from a cartridge, 2-9--2-10 
-from a duplicated file, 2-3 


Revision levels. See also SRREV utility. 
-on Extended Resource System, 4-3 
-of firmware, 4-1 
-of software, 4-1 


SC8 firmware and software, 4<-1--4=2 
Shared Printing, 6-1--6-28. See also 


Configuration page, Display option, Load 
option, Maintain option, SPMC utility. 





Index 


Index -1 
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